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INSTALLATION INSTRUCTIONS
1. Park the vehicle on a clean, flat surface and block the rear 

wheels for safety.

2. Remove the OE front sway bar links from the sway bar and axle 
mount. Discard links and hardware.

3. Install the new sway bar link disconnect ball stud to the original 
sway bar link mount on the axle. Attach the stud so that the ball 
is toward the center of the vehicle. Use one ½” SAE washer on 
each side of the mount and fasten with a ½” nut (BP 912). Torque 
nut to 65 ft-lbs. (Fig 1)
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4. Locate the new sway bar link assemblies. Ensure that the sway 
bar disconnect ends are threaded all the way on to the link. 
Compare the two links side by side to see that they are adjusted 
to the same length. Leave the jam nut loose at this time.

5. Lightly grease and install the provided sleeves (54314) in the 
new sway bar links assemblies. Attach the new sway bar link 
assembly to the sway bar with a ½” x 3” bolt, nut and ½” SAE 
washers (BP 912). The link will mount to the outside of the sway 
bar with a 1-3/8” OD extra thick 1/2” washer positioned between 
the bushing and the sway bar (BP 912). Install the bolt from the 
outside in and torque to 65 ft-lbs (Fig 2)

Note: In some cases it may be necessary to enlarge the 
sway bar hole to clear the 1/2” hardware using a rotary 
grinder.

SAFETY WARNING 
BDS Suspension Co. recommends this system be installed by a professional technician. In addition to these instructions, professional knowledge 

of disassembly/ reassembly procedures and post installation checks must be known.

Box Kit

Part # Qty Description

034001 2 Spring - Quick Disconnect

68016 2 13/16in Retaining Ring

N12FJ 2 1/2 x 20 Fine Thread Jam Nut

01300 2 Disconnect End

01306 2 Front Sway Bar Link

01307 2 Bushing Quick Disconnect

SB34BK 2 Bushing

01302 2 Disconnect Stud

01316 2 Lanyard

46 2 Rolled Sleeve

912 1 Bolt Pack
2 1/2”-13 x 3” bolt

2 1/2”-13 prevailing torque nut

8 1/2” SAE flat washer

2 1/2”-20 prevailing torque nut

2 1-3/8” OD x 1/2” ID x 3/16” thick flat washer
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6. Connect the sway bar links to the ball studs on the axle (Fig 3). 
Adjust the sway bar link ends so that they are square on the ball 
stud and lock off the jam nut securely.



7. Locate the existing inner fender bolt up near the front body 
mount (Fig 4).  Remove the bolt and attach the new lanyard to 
the inner fender with the bolt.  Torque bolt to 10 ft-lbs.

FIG 3
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8. Slide the male clip up the lanyard and attach the female clip 
to it (Fig 5).  This will be the stowed position for the lanyard 
when not it use (when the sway bar is connected)

FIG 5

9. Check all hardware for proper torque.

10. Check hardware after 500 miles and each offroad use.


