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Read and undeRstand all instRuctions and waRnings pRioR  
to installation of system and opeRation of vehicle.

Part#: 124451, 124651, 124652
Product: Quick disconnects
Application: Jeep

safety waRning  BDS Suspension Co. recommends this system be installed by a professional technician. 
In addition to these instructions, professional knowledge of disassembly/ reassembly procedures and post installation 
checks must be known.

installation instRuctions
1. Park the vehicle on a clean, flat surface and block the rear wheels for safety. Perform this installation on both sides 

of the vehicle at the same time.
2. Disconnect the OE front sway bar links from the sway bar and the axle. Discard all the OE components. All new 

mounting hardware and link assemblies are provided.
3. Install the new lower ball stud to the OE sway bar link axle mount with a ½” nut and two ½” SAE washers provided. 

The washers mount on each side of the OE mount. The ball mounts toward the inside of the vehicle (Fig 1). Torque 
the stud to 60 ft-lbs.

FIG. 1
4. Install the provided upper u-bracket (01325) to the sway bar using the original link mounting hole with a 7/16” x 

1-1/2” bolt, nut, 7/16” SAE and 7/16” USS washers. Install the bolt up through the u-bracket with an SAE washer 
into the sway bar. Fasten with the nut and USS washer. Position the bracket so that the thru-holes are parallel to 
the stud on the axle (Fig 2). Note: On TJ models it might be necessary to clearance the hole in the sway bar slightly to 
accept the 7/16” bolt. Tighten 7/16” hardware to 40 ft-lbs.
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FIG. 2
5. Lightly grease and install the provided hourglass bushings in the ends of the new sway bar links. Lightly grease and 

install the provided sleeves into the bushings.
6. Install the provided ½” jam nut then the spring loaded disconnect assembly on the threaded end of the new link. 

Thread the nut and assembly all the way on to the link (Fig 3).

FIG. 3
7. Attach the sway bar link assembly to the upper u-bracket with the provided 3/8” x 2-1/2” bolt, nut and 3/8” SAE 

washers, running from the inside out. Torque bolt to 30 ft-lbs.
8. Ensure that the vehicle is setting level. Pull the spring collar up on the disconnect end and attach it to the ball 

stud. Make sure that the disconnect end stud hole is square with the ball stud and tighten the jam nut against the 
disconnect end. The disconnects allow for ½” of adjustment (1/2” longer from full-bottomed out). If necessary, adjust 
the links side-to-side to compensate for any unevenness in the vehicle, allowing for the easiest possible discon-
necting of the ends.

9. Check the jam nuts to be sure they are securely locked off. Disconnect both end links and fold them up against 
the sway bar. Clip the provided lanyard/clip assembly around the sway bar/end link and find the best position for 
mounting the lanyard. This position will vary from vehicle to vehicle and with different suspension setups. Use your 
best judgment. Use the provided self-drilling screws to mount the lanyard to the body/frame (Fig 4).

FIG. 4

10. With the lanyards installed reconnect the sway bar links to the axle. The lanyards can be reattached to themselves 
so that they remain out of the way of moving parts when not in use.

11. Check all hardware for proper torque. Check hardware after 500 miles.


