
READ AND UNDERSTAND ALL INSTRUCTIONS AND WARNINGS PRIOR 
TO INSTALLATION OF SYSTEM AND OPERATION OF VEHICLE.

#55323, #55354
Installation Instructions
Single and Dual Steering Stabilizer
Chevrolet/GMC 1/2 Ton Pickup

INSTALLATION INSTRUCTIONS
1. Park the vehicle on a flat, clean surface and block the rear 

wheels for safety. Turn the wheels so they are straight.
2. Raise the front of the vehicle and support with jack 

stands under the frame rails.
3. Remove the passenger’s side front lower control arm 

mounting bolt. On lifted vehicles with the lower control 
arms relocated, it will be the bolt mounting the new 
crossmember to the OE crossmember.

4. With the control arm bolt removed, install the outside 
stabilizer bracket on the OE crossmember with the tab 
inside the crossmember pointing toward the front of the 
vehicle. Fasten the bracket with the OE control arm bolt 
by installing it through the bracket and toward the front of 
the vehicle. Secure with OE nut and washer. Torque bolt 
to 125 ft-lbs. (Fig. 1 - Dual shown)

5. Using the slotted hole in the bracket as a guide (Fig. 1 
- Dual shown), drill a 5/16” hole in the OE crossmember. In-
stall a 3/8” self-tapping bolt in the hole and tighten securely.

6. If installing a dual stabilizer, repeat instructions 3-5 on the 
driver’s side of the vehicle.

Single Stabilizer Only
7. Loosely install the inside stabilizer bracket to the steering 

center link with the u-bolts and hardware provided. Posi-
tion the bracket so that the cylinder mounting tab is facing 
the passenger’s side.

8. Install the shock stud in the outer hole of the stabilizer 
bracket, and tighten securely with provided hardware 
(Fig. 1 - Dual shown).

9. Install the bushing in the eye of the cylinder. Install the 
cylinder on the outer bracket stud and secure with the 
provided hardware.

10. Extend the cylinder to half of its stoke length (approx. 
4-1/8” of rod showing).

11. Install a stem washer and bushing on the stem of the 
cylinder and slide the inside bracket into position on the 
cylinder. Fasten the cylinder to the inside bracket with a 
second bushing, washer and nut. Do not tighten.  

12. Adjust the cylinder so that it clears any obstructions by 
twisting the inside bracket around the center link. When 
the cylinder is adequately adjusted, install the jam nut on 
the stem end and tighten all hardware until bushings be-
gin to swell. (Fig. 2 - Dual shown) Note: When adjusting 
the inside bracket position, take care not to change 
the initial cylinder length.

Dual Stabilizer Only
13. Install the shock stud in the outer hole of the stabilizer 

bracket, and tighten securely with provided hardware 
(Fig. 1 - Dual shown).

FIG. 1

FIG. 2

14. Mark the center of the steering center link by measuring 
between the idler arm and pitman arm.  Mount the inside 
bracket to the steering link by centering it on the mark. 
The cylinder mounting tabs should be pointing down. 
Fasten the bracket with two 5/16” U-bolts, nuts, and 
washers. Do not tighten.

15. Install the bushings into the eye of the stabilizer cylinders. 
Install a stem washer and bushing on the stems of the 
cylinders. Extend the cylinders and insert the stems into 
the inside bracket. Attach the cylinders to the bracket with 
a stem bushing, washer, and nut. Do not tighten.

17. Adjust the center bracket so that the cylinders clear any 
obstructions by twisting the bracket around the center 
link (take care to keep the bracket aligned with the center 
mark). Install jam nut on the stem end and tighten all 
hardware securely.

Single and Dual Stabilizer
18. Cycle the steering to check for any interference with the 

stabilizer cylinder and make adjustments where necessary.
19. Check all hardware for proper torque.
20. Check all hardware after 100 miles.


