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Read and undeRstand all instRuctions and waRnings pRioR  
to installation of system and opeRation of vehicle.

Part#: 55353
Product: dual steering stabilizer
Application: Jeep yJ

safety waRning  BDS Suspension Co. recom-
mends this system be installed by a professional techni-
cian. In addition to these instructions, professional knowl-
edge of disassembly/ reassembly procedures and post 
installation checks must be known.

installation instRuctions
1. Raise vehicle and support the frame with jack stands. 

Turn the wheels so they are straight ahead.
2. Install the supplied frame bracket on the inside of the 

passenger side frame rail about 1-1/2” rearward from 
the anti-sway bar frame bracket.  Using the 7/16”x4-
1/4”x4-3/4” u-bolt, nuts, and washers.

3. Attach the body end of the stabilizer cylinders to the 
frame mounting bracket using the supplied bushings, 
cup washers, and 3/8” nuts provided.

4. Install tie rod mounting bracket on to the steering linkage using the 5/16”x1-1/4”x2”u-bolts, nuts, and washers. Do 
not tighten at this time.

5. Extend and compress the cylinders to find the center of the stroke. Once you find the center of the stroke, pull the 
steering linkage mounting bracket to the cylinder rod and attach using the supplied cup washers, bushings, and 
3/8” nuts.

6. Rotate the steering linkage mounting bracket to ensure clearance and double check to make sure the cylinder is 
in the center of its stroke and the wheels are straight ahead and then tighten frame u-bolts to 30 ft-Ibs. and the tie 
rod mounting u-bolts to 15 ft-lbs. Torque cylinder stem nuts until the bushings are slightly compressed. Do not over 
tighten. Tighten jam nuts to secure.

7. Perform a steering sweep to make sure that there is not interference at any point.
8. Periodically inspect the assembly for tightness
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paRts list
Part # Qty Description
 1 Long Frame Bracket
 1 Large L  Tie Rod Bracket 
 2 5/16”x1-1/4”x2” U-bolt 

 
 1 7/16”x4-1/4”x4-3/4” U-bolt
 2 7/16”-20 Torque Prevailing Nuts
 2 7/16” SAE Washers  
 4 5/16”-18 Torque Prevailing Nuts
 4 ¼” USS Washers  


