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Read and undeRstand all instRuctions and waRnings pRioR  
to installation of system and opeRation of vehicle.

Part#: 55414
Product: single steering stabilizer
Application: 1983-2004 s-series (incl. ZR2) w/ Bds suspenion system

safety waRning  BDS Suspension Co. recom-
mends this system be installed by a professional techni-
cian. In addition to these instructions, professional knowl-
edge of disassembly/ reassembly procedures and post 
installation checks must be known.

installation instRuctions
Note: This stabilizer is designed to work exclusively with 
the BDS Suspension 5” lift system for the standard and 
ZR-2 package S-Series vehicles. It utilizes an existing 
mount on the front BDS crossmember. This kit will not 
work with the 5” lift systems for the ZR-2 that utilizes two-
piece front lower control arm drop bracketry.

1. Park the vehicle of a flat, clean surface and block the 
rear wheels for safety.

2. Ensure that the front wheels are pointing straight 
ahead.

3. Remove the inside BDS differential skid plate bolt that 
mounts the skid plate to the BDS front crossmember. 
This bolt runs from the backside of the crossmember 
into a welded nut.

4. Install the provided bushing and 5/8” OD sleeve in the 
eye of the stabilizer cylinder.

5. Install a 7/16” USS washer on the ½” x 3-1/2” bolt. Put 
the bolt/washer through the eye of the cylinder followed 
by a 7/16” USS washer and ¾” x 0.109” x 7/8” sleeve 
(#62-1). Bolt the entire assembly to the differential skid 
plate and front crossmember using the hole where the 
original bolt was removed. Torque ½” bolt to 60 ft-lbs.

6. Loosely install the “L” shaped tie rod bracket to the 
passenger’s side tie rod so that the tab is facing down 
and to the inside of the vehicle. Attach the bracket with 
the 5/16”x1-1/4”x2” u-bolts nuts and washers.

7. Install a stem washer then a stem bushing on the end 
of the stabilizer. Swing the cylinder up to the tie rod 
bracket and insert the stem in the bracket.

8. Extend the cylinder out half way (approximately 3-1/2” of rod showing) by sliding the tie rod bracket down the 
tie rod. This will help to find the final location of the tie rod bracket so that the cylinder has equal travel in both 
directions.

9. With the cylinder out half way and the tie rod bracket located, torque the 5/16” u-bolts to 15 ft-lbs.

10. Install the remaining stem bushing and stem washer. Tighten the assembly with a 3/8” nut until the bushings begin 
to swell. Install the 3/8” jam nut and tighten against the standard hex nut.

11. Perform a steering sweep to check for clearance and adjust the tie rod bracket as necessary.

12. Check all hardware after 500 miles.
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paRts list
Part # Qty Description
5620 1 Shock Cyl. (5620)
 1 L Bracket
 2 5/16”x1-1/4”x2” U-bolt
 4 5/16”-18 Torque Prevailing Nuts
 4 ¼” USS Washer
 1 ½”-13x3-1/2” Grade 5 Bolt
 2 7/16” USS Washers 
SB58BK 1 
 1 5/8”x.060”x.875” Sleeve
 1 .75”x.109”xs1.375” Sleeve
 2 Small Stem Bushings
 2 Cupped Stem Washers
 1 3/8”-24 Fine Nut
 1 3/8”-24 Jam Nut
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